What is claimed is: 



1 . A handling device for handling a battery block of an industrial truck 
having a lateral battery extraction opening, the handling device comprising: 

a pallet truck having at least one fork; and 

a battery receptacle mountable on the pallet truck, 

wherein the handling device is configured such that the battery receptacle 
located on the pallet truck is movable underneath a battery block installed in an industrial 
truck so that the battery block can be lifted and moved out of the industrial truck. 

2. The handling device as claimed in claim 1, wherein the battery 
receptacle includes a load-bearing frame, by means of which the weight of the battery block 
can be supported on the fork of the pallet truck. 

3. The handling device as claimed in claim 2, wherein the load-bearing 
frame of the battery receptacle comprises rectangular hollow sections. 

4. The handling device as claimed in claim 2, including at least one guide 
element fastened to the frame of the battery receptacle, by means of which the battery 
receptacle can be fixed in position in a lateral direction relative to the fork of the pallet truck. 

5. The handling device as claimed in claim 2, including at least one 
support element fastened to the frame of the battery receptacle, by means of which support 
element the battery receptacle can be placed on the floor or the ground by lowering the fork 
of the pallet truck. 

6. The handling device as claimed in claim 4, including at least one 
support element fastened to the frame of the battery receptacle, by means of which support 
element the battery receptacle can be placed on the floor or the ground by lowering the fork 
of the pallet truck. 

7. The handling device as claimed in claim 6, wherein the guide element 
and the support element are formed by a single component. 
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8. The handling device as claimed in claim 1, wherein the battery 
receptacle includes an adjustable stop for the battery block. 

9. The handling device as claimed in claim 1, wherein the handling 
device comprises a battery tray on which the battery block can be placed by means of the 
battery receptacle located on the pallet truck. 

10. The handling device as claimed in claim 9, wherein the battery tray 
comprises a longitudinal beam which, as the battery block is being set down, is located 
between spaced tines of the fork of the pallet truck. 

11. The handling device as claimed in claim 9, wherein the battery tray 
comprises a crossbeam which, as the battery block is being set down, is located in front of the 
fork of the pallet truck and underneath the battery block. 

12. The handling device as claimed in claim 10, wherein the battery tray 
comprises a crossbeam which, as the battery block is being set down, is located in front of the 
fork of the pallet truck and underneath the battery block. 

13. The handling device as claimed in claim 12, wherein at least one of the 
longitudinal beam and the crossbeam are made of wood. 
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